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General Quality Ratings for: Medium-Volatile Coking Coals

	Property
	Poor/Marginal
	Fair/Good
	VG/Excellent

	VM daf
	N/A
	<23 & >28
	23 - 28

	ASH
	>8
	6 to 7.9
	< 6

	SULFUR
	> 1.3
	>0.8 to <1.3
	< 0.8

	OXIDATION TEST
	< 90
	90 to 97
	> 97

	FSI
	< 7
	7½ to 8
	> 8

	FLUIDITY
	< 150
	200 to 1000
	> 1000

	PLASTIC RANGE
	< 50
	>55 to < 80
	> 80

	DILATATION
	< 100
	100 to <200
	> 200

	SOLE OVEN  
	> +4
	+3 to –3
	> -3

	HGI
	< 50 & > 100
	50 to 60, 90 to 100
	>60 to <90

	ASH FUSION (ST.)
	< 2250 °F
	>2250 to <2575° F
	> 2580°F

	ASH A/B RATIO
	< 3.5
	3.5 to 5.9
	> 6.0

	P2O5 % IN ASH
	>1.2
	> 0.5 to <1.2
	< 0.5

	REFLECTANCE
	NA
	<1.20 & >1.40
	1.20 - 1.40

	INERT CONTENT
	> 35 & <15
	15 to 20, 30 to 35
	>20 - <30

	CSR Potential
	<50
	>50 to <60
	>60
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